
Now established in Australia and recognised for high quality and 
excellent performance, Britannia Kitchen Ventilation Systems 
are manufactured under licence to one of Britain’s and Europe’s 
leading Kitchen Exhaust Canopy manufacturers. 
All Britannia canopies comply with Australian Standard  
AS1668.2:2012.
Through intelligent design and superior technology, Britannia 
Canopies typically use half the air extraction required compared to 
standard non-engineered solutions. 
With a choice of ventilation systems and technologies to suit 
almost any application, Britannia models even extend to ventilated 
ceilings to solve complex kitchen ventilation problems.
Features that can be incorporated include Ultra Violet modules to 
remove grease and odours, aesthetically pleasing front of house 
canopies, custom shapes and finishes. 
All canopies can be manufactured to suit customer’s specific 
requirements, whether single or double island,  self-supporting or 
wall mount variants.
Now available Australia-wide, the advanced “Capturestream” 
models offer sophisticated and proven technology for maximum 
particulate capture using lower air volumes.

Britannia Exhaust Canopies now manufactured in Australia

Britannia  Kitchen Ventilation
Capturestream CS3R 
Extract with Reduced Front Supply, spot cooling, induction supply

Britannia Capturestream ‘CS3R’ Canopies offer total control over make-up air by providing diffused air to the 
front, spot cooling and the patented  ‘Capturestream’ of air across the canopy from the front and two sides 
for superior performance through intelligent design and world-class baffle filter technology, all contributing to 
lower exhaust air rates.
Capturestream CS3R models with induction supply across the canopy suit those installations where reduced 
height is required and ultimate performance is paramount.
BRIEF SPECIFICATIONS
MINIMUM DIMENSIONS (PER SECTION):   1.0 D x  1.2 L 
MAXIMUM DIMENSIONS:            1.80 D x Unlimited Length
STANDARD HEIGHT: 490mm at rear reducing to 250mm at the front
EXHAUST/ INLET SPIGOTS:   1 per 2.5m 
FILTERS (SUPERSTREAM): 350 x 500mm Stainless Steel  
POWER REQUIREMENT: 10A GPO
LIGHTING: DUAL 36w FLUORESCENT PER SECTION
CONSTRUCTION: #304 S/STEEL 0.9MM, SEAMLESS POLISHED SURFACES 
APPROVAL: CODEMARK  CERTIFICATE No CM20049
COUNTRY OF MANUFACTURE: AUSTRALIA UNDER LICENCE TO BRITANNIA UK

FSM (FOOD SERVICE MACHINERY PTY. LTD.)
HEAD OFFICE: UNIT E6, 63-85 TURNER STREET,  PORT MELBOURNE, VIC. 3207 AUSTRALIA
T: +61 3 8645 2555   F: +61 3 8645 2565   E: sales@fsm-pl.com.au   W: www.fsm-pl.com.au

SALES OFFICES IN NSW & QUEENSLAND.  SALES AND SUPPORT THROUGHOUT AUSTRALIA
As part of our continuous improvement policy, all specifications are subject to change without notice.

Further details and project specific estimates available on request.

Call one of our Britannia experts to talk about your next project and  
let us do some calculations on which model will best suit your project.

Britannia  Kitchen Ventilation
Britstream BS2R 
Extract with Front Supply & Spot Cooling Reduced Depth

FSM (FOOD SERVICE MACHINERY PTY. LTD.)
HEAD OFFICE: UNIT E6, 63-85 TURNER STREET,  PORT MELBOURNE, VIC. 3207 AUSTRALIA
T: +61 3 8645 2555   F: +61 3 8645 2565   E: sales@fsm-pl.com.au   W: www.fsm-pl.com.au

SALES OFFICES IN NSW & QUEENSLAND.  SALES AND SUPPORT THROUGHOUT AUSTRALIA
As part of our continuous improvement policy, all specifications are subject to change without notice.

Further details and project specific estimates available on request.

Britannia Britstream ‘BS2R’ Canopies are the  range that offer superior performance through intelligent design, 
and world-class baffle filter technology that contributes to lower exhaust air rates.
Extract and Supply models suit those installations where ultimate performance is paramount and reduced height 
is required. 

BRIEF SPECIFICATIONS
MINIMUM DIMENSIONS (PER SECTION):  1.0 D x  1.2 L x 490 H
MAXIMUM DIMENSIONS:           1.80 D x Unlimited Length x 1.50 H
STANDARD HEIGHT: 490mm reducing to 250mm at front
EXHAUST/ INLET SPIGOTS:   1 per 2.5m 
FILTERS (SUPERSTREAM): 350 x 500mm Stainless Steel  
POWER REQUIREMENT: 10A GPO
LIGHTING: DUAL 36w FLUORESCENT PER SECTION
CONSTRUCTION: #304 S/STEEL 0.9MM, SEAMLESS POLISHED SURFACES 
APPROVAL: CODEMARK  CERTIFICATE No CM20049
COUNTRY OF MANUFACTURE: AUSTRALIA UNDER LICENCE TO BRITANNIA UK

3-Sided Capturestream 
with Supply, Spot Cooling  
and Make-up Air

Econex Front & Back 
Extract with Supply and 
Make-up Air

Reduced Front 3-Sided 
Capturestream with Supply, Spot 
Cooling and Make-up Air

Superstream Filters - 
more efficient at grease 
capture than competitive 
brands and with lower 
air rates

Capturestream schematic showing  
Reduced Front, 3 Sided Capturestream, 
Make-up Air and Spot Cooling - the 
most advanced technology available.


