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GUARDIAN-S/S Gooseneck Hob Mounted 
Infrared Sensor Tap.  WELS 6 Star 3.5LPM.

  GEN TOL
.X     +/- .5mm
.XX   +/- .25mm
.XXX +/- .125mm 

ALL DIMENSIONS ARE IN MILLIMETRES 
UNLESS OTHERWISE STATED
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T-3MSS-GHMST21B
T-3MSS-GHMST21M

Available in mains or battery powered, with 
optional tempering valve

 � Battery powered – 2x CR123 
3V Lithium Batteries

 � Mains powered – 6V transformer

 � Full S/S construction 

 � Sensor range nominal: 50mm – 200mm

 � Maximum run time: 60 seconds

 � WELS 6 Star 3.5LPM

 � Working pressure range 150kPa-500kPa

 � Maximum operating temperature 
50 degrees

SCALE:

            N.T.S

DWG NO

TITLE

T-3MSS-GHMST21-B    
T-3MSS-GHMST21M

13/02/2023

 

GUARDIAN-S/S Gooseneck Hob Mounted 
Infrared Sensor Tap.  WELS 6 Star 3.5LPM.

  GEN TOL
.X     +/- .5mm
.XX   +/- .25mm
.XXX +/- .125mm 

ALL DIMENSIONS ARE IN MILLIMETRES 
UNLESS OTHERWISE STATED

Bill Frost

DRAWING - PART STATUSTHIRD ANGLE PROJECTION

F:\3MDesign\T\T-3MSS\T-3MSS-GHMST21\T-3MSS-GHMST21M amd T-3MSS-GHMST21B 
230214.dwg

Preliminary

 

DRAWN

APROVED BY

1 

0012
REMOVE ALL SHARP

EDGES UNLESS NOTED
OTHERWISE

SHEET

REGISTER No.

OF

REV

 

1 

Revised

3MONKEEZ OWNS THE
COPYRIGHTS TO THIS

DRAWING WHICH IS ITS'
EXCLUSIVE PROPERTY AND

WHICH IS SUPPLIED IN
CONFIDENCE AND WHICH

MUST NOT BE USED FOR ANY
PURPOSE OTHER THAN THAT
EXPRESSLY PERMITTED AND
MUST NOT BE DISCLOSED OR

PRODUCED WITHOUT
PERMISSION FROM

3MONKEEZ. THIS DRAWING
MUST BE RETURNED OR
DESTROYED WHEN THE

PURPOSE FOR WHICH IT IS
SUPPLIED HAS CEASED.

UNIT 6/24 WELLINGTON STREET
RIVERSTONE NSW 2765

P- 02 9627 6111   F- 02 9627 3111

1

1

2

2

3

3

4

4

5

5

6

6

A A

B B

C C

D D

21
0

12
5

n28

n55 Flange7

n32 min
bench hole

30
0m

m
 n

om
in

a
l f

le
xi

b
le

 h
os

e

Ring-nut
with
locking
screws

Sensor

120

1/2" FI 
BSP

1 x lead to 
power supply
 
1 x lead to 
solenoid

n28

240v Power supply

* Power supply with
  3 metre lead 
  available separately

Solenoid unit

Inlet Outlet

Solenoid mounting 
bracket (included)

800mm

SCALE:

            N.T.S

DWG NO

TITLE

T-3MSS-GHMST21-B    
T-3MSS-GHMST21M

13/02/2023

 

GUARDIAN-S/S Gooseneck Hob Mounted 
Infrared Sensor Tap.  WELS 6 Star 3.5LPM.

  GEN TOL
.X     +/- .5mm
.XX   +/- .25mm
.XXX +/- .125mm 

ALL DIMENSIONS ARE IN MILLIMETRES 
UNLESS OTHERWISE STATED

Bill Frost

DRAWING - PART STATUSTHIRD ANGLE PROJECTION

F:\3MDesign\T\T-3MSS\T-3MSS-GHMST21\T-3MSS-GHMST21M amd T-3MSS-GHMST21B 
230214.dwg

Preliminary

 

DRAWN

APROVED BY

1 

0012
REMOVE ALL SHARP

EDGES UNLESS NOTED
OTHERWISE

SHEET

REGISTER No.

OF

REV

 

1 

Revised

3MONKEEZ OWNS THE
COPYRIGHTS TO THIS

DRAWING WHICH IS ITS'
EXCLUSIVE PROPERTY AND

WHICH IS SUPPLIED IN
CONFIDENCE AND WHICH

MUST NOT BE USED FOR ANY
PURPOSE OTHER THAN THAT
EXPRESSLY PERMITTED AND
MUST NOT BE DISCLOSED OR

PRODUCED WITHOUT
PERMISSION FROM

3MONKEEZ. THIS DRAWING
MUST BE RETURNED OR
DESTROYED WHEN THE

PURPOSE FOR WHICH IT IS
SUPPLIED HAS CEASED.

UNIT 6/24 WELLINGTON STREET
RIVERSTONE NSW 2765

P- 02 9627 6111   F- 02 9627 3111

1

1

2

2

3

3

4

4

5

5

6

6

A A

B B

C C

D D

21
0

12
5

n28

n55 Flange7

n32 min
bench hole

30
0m

m
 n

om
in

a
l f

le
xi

b
le

 h
os

e

Ring-nut
with
locking
screws

Sensor

120

1/2" FI 
BSP

1 x lead to 
power supply
 
1 x lead to 
solenoid

n28

240v Power supply

* Power supply with
  3 metre lead 
  available separately

Solenoid unit

Inlet Outlet

Solenoid mounting 
bracket (included)

800mm

The more
stars the more
water efficient

WATER RATING

In accordance with AS/NZS 6400

Licence No. 1044
3monkeez Pty Ltd

www.waterrating.gov.au

3.5litres per 
minute

Solenoid Unit

Commercial 
Tapware


